
Kit ProduCts

Deimos Kit R925227 00001

the Deimos Kit is used to automate sliding 
gates weighing up to 500 kg for residential 
use.

Deimos Kit comprises:
• n°1 Deimos sR, operator with 
incorporated control board and rolling-
code receiver
• n°1 mitto 2 12V double-channel 
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker with 230 V antenna

Deimos Bt Kit R925228 00001

Deimos Bt Kit is used to automate sliding 
gates weighing up to 500 kg for residential 
use.

Deimos Bt Kit comprises:
• n°1 Deimos Bt, operator with 
incorporated control board and 
rolling-code receiver
• n°1 mitto 2 12V double-channel 
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 bliker 24 V with antenna

ViRGo Kit R930130 00002
is used to automate swing gates with 
the leaf length up to 2 m, and weight 
up to 200 kg, residential use.

ViRGo Kit comprises:
• n°1 Virgo, operator with incorporated 
control board and rolling-code receiver
• n°1 Virgo sQ, (ViRGo without control unit) 
• n°1 mitto 2 12V double-channel 
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 24 V with antenna

PHoBos Bt l Kit R935243 00002

the PHoBos Bt l Kit is used to automate
swing gates with leaf length up
to 5 m and weight up to 250 kg, for
residential use.

PHoBos Bt l Kit comprises:
• n°2 PHoBos Bt l operators
• n°1 liBRa C ma, control panel with
incorporated rolling-code receiver
• n°1 mitto 2 12V double-channel
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 24 V with antenna

oRo Kit R935222 00002

the oRo Kit is used to automate swing
gates with leaf length up to 1,80 m and
weight up to 180 kg, for residential use.

oRo Kit comprises:
• n°2 oRo hydraulic operators
• n°1 alCoR n, control panel
• n°1 mitto 2 12V double-channel 
rollingcode transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 230 V with antenna

PHeBe Kit R915126 00002

the PHeBe Kit is used to automate
of counterweight overhead doors for
residential use.

PHeBe Kit comprises:
• n°1 PHeBe operator with 
incorporated control board 
and rolling-code receiver
• n°1 set of telescopic arms CBa
• n°1 wall support
• n°1 mitto 2 12V double-channel
rolling-code transmitter
• n°1 blinker 24 V with antenna



iGea Bt Kit R935229 00001

is used to automate swing gates with
the leaf length up to 2,5 m, and weight
up to 200 kg, residential use.

iGea Bt Kit comprises:
• n°2 iGea Bt, operators
• n°1 liBRa ma R, control panel with
incorporated rolling-code receiver
• n°1 mitto 2 12V double-channel
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 24 V with antenna

PHoBos n Kit R935248 00002

the PHoBos Kit is used to automate
swing gates with leaf length up to
1,80 m and weight up to 250 kg, for
residential use.

PHoBos n Kit comprises:
• n°2 PHoBos n operators
• n°1 liBRa C ma, control panel with
incorporated rolling-code receiver
• n°1 mitto 2 12V double-channel
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 230 V with antenna
   

PHoBos n Bt Kit R935247 00002

the PHoBos Kit is used to automate
swing gates with leaf length up to
1,80 m and weight up to 250 kg, for
residential use. 

PHoBos n Bt Kit comprises:
• n°2 PHoBos n Bt operators
• n°1 liBRa C ma, control panel with
incorporated rolling-code receiver
• n°1 mitto 2 12V double-channel
rolling-code transmitter
• n°1 pair of Cellula 130 photocells
• n°1 intRo key selector
• n°1 blinker 24 V with antenna

For system composition and installation refer to the regulations in force in the country where the system is being installed. 
the indicated data are not binding. BFt reserves the right to make modifications without prior notice. 


